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APPEARANCE

MK series are 4 wheels front drive horizontal b

le vehicle adopts large arc streamline ppearance patent certificat

axle box assembly. It has highe

working efficiency. The w

transition, neat and generous appearance, with red as the main tone, and has advanced paint-bakirg Wider driving vision and good ergonomi

process, bo e able

accessories. The design and pro

maroved the oofthewhole machine # & Selection of lithium, fast charging
;i ] . ce-free batteriec!
anc met the needs of customers in various workin LI Lithium maintenance-free batteries!
battery Lithium iron ph
o

risk of spontaneo

hate, to eliminate the
combustion, safer!!

PRODUCT ADVANTAGE

PERFORMANCE

15%

Jriving motor i1s arranged Adopted high speed ratio drive axle box New large screen LED instru
tally, and the battery sinks to assembly to improve working efficiency, visibility, direct reading, f

ottom of the vehicle to i Vi enhance climbing ability, reduce energy human-computer interface
ng stability consumption and noise.

AC Drive Motor

Adoprted AC drive motor,rational use o regenerative break function of AC drive motor to increase safety
Atthe sametime, it can be recharged anc maintained free

Simple design, no carbon brush and commutation cantactor, reduce failure
The power is stronger and the efficiency is higher. It can not onl trol tt itrel
the frequency, It ot easy t sffected by low volt




SAFETY

Three sets of braking system

AC crive regenerative brake

Safety Protection of Hydraulic Machinery

Hydraulic pedal brak

owering speec limitec val

Safety Protection of Electrical System

ve

CAPACITY (kg)

LOAD CENTER{mm) mu1s

MK15

CAPACITY (kg)

LOAD CENTER(mm) wais

MK35

CAPACITY (kg)

CAPACITY (kg)

m ' 0 1100
LOAD CENTER(mm) wx:o

MK20

LOAD CENTER(mMm) meen

MK40

CAPACITY (kg)

X X .
LOAD CENTER({mM) w23

MK25

3

()

CAPACITY (kg)

LOAD CENTER(mm) e

MKA45

CAPACITY (kg)

CAPACTTY (kg

LOAD CENTER(mm) mess

MK30

LOAD CENTER{mm) v

MK50



MIMA PRODUCT SPECIFICATION

Weight

Service weight(incl. battery) 2900 3380

11 Brand MiMA MIMA MiMA MiMA
12 Model MK 15 MK 20 MK 25 MK 30
13 Power Type Battery Battery Battery Battery
1.4 Operation Type Seated Seated Seated Seated
15 Rated Capacity Qlkg) 1500 2000 2500 3000
16 Load Center C(mm) 500 500 500 500

17 Front Overhang x{mm) 380 420 425 433

1.8 Wheelbase y{mm) 1380 1505 1505 1700

Wheel

3.1 Wheel type Pneumatic tyre Preumatic tyre Pneumatic tyre Pneumatic tyre

32 Loading wheel mm 5.00-8 18X7-8 18>7-8 18x7-8

33 Driving wheel mm 6.00-9 21x8-9 21 x8-9 23X8-10

34 Tyres,front/rear 2x/2 /2 /2 2x/2

35 Tread,drive b10(mm) 910 950 950 970

36 Tread,load bll(mm) 930 960 960 960
omensn |

41 Mast tilting a/B(°) 6/10 6/10 6/10 6/10

4.2 Height of mast closed h1{mm) 1995 1995 1995 2110

43 Full free lifting height h2({mm) 135 140 145 145

44 Lifting height h3(mm) 3000 3000 3000 3000

45 Height of mast open h4{mm) 4030 4030 4030 4256

46 Overhead guard height h6(mm) 2100 2100 2100 2130

4.7 Seat height h7(mm) 1090 1090 1090 1120

438 Overall length with forks L1{mm) 3205 3410 3410 3620

49 Overll length (without forks) L2({mm) 2135 2340 2340 2550

4.10 Overall width bl(mm) 1110 1160 1160 1200

411 Forks size l/e/s{mm) 1070/100/35 1070/100/40 1070/100/45 1070/125/45

412 Installation class 2A 2A 2A 3A

413 Width of fork backrest b3(mm) 1040 1040 1040 1100

414 Fork spread b5(mm) 222~1000 222~1000 222~1000 250~1050

4.15 Mast clearance mi{mm) 85 85 85 %0

416 Ground clearance m2(mm) 100 100 100 100

417 AST(paltet 1000*1200mm} Ast{mm) 3580 3720 3720 3920

418 Turning radius Wa(mm) 2000 2100 2100 2300

5.1 Driving speed(load/unload) km/h 10/12 10/12 10/12 10/12

52 Lifting speed(load/unload) mm/s 300/480 230/400 230/440 200/340
53 Lowering speed(load/unload) mm/s 380/360 420/480 390/480 300/460
54 Traction (S2-5min) /

5.5 Max. climbing ability %(tan® ) 14/15 14/15 14/15 14/15

56 Brake type Hydraulice Hydraulice Hydraulice Hydraulice
6.1 Driving motor kw AC6.8 ACG8 AC6.8 AC9.1

6.2 Lifting motor kw DC8.2 DC8.6 DC8.6 DC10

6.3 Battery V/Ah 48/400 48/490 48/560 48/630

6.4 Battery weight kg 645 750 870 980

6.5 Steering system Hydraulice Hydraulice Hydraulice Hydraulice

Notes: MKG30 Is High Configuration Vehicle : Driving motor power :AC11.57KW, Battery: 80V 400AH , Battery weight 1070kg , The restis the same as MK30 «
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Standard
11 8rand MIMA MiMA MIMA MIMA
1.2 Model MK35 MK 40 MK 45 MK S50
13 Power Type Battery Battery Battery Battery
1.4 Operation Type Seated Seated Seated Seated
L5 Rated Capacity Q(kg) 3500 4000 4500 4999
16 Load Center C{mm) 500 500 500 500
L7 Front Overhang x(mm) 468 468 530 530
1.8 W@b;: 7 y(mm) 1800 1800 2000 2000

Service weight(incl. battery)

31 Wheel type Solid rubbertire Solid rubber tire Solid rubber tire Solid rubber tire

3.2 Loading wheel mm 18 X7-8 187-8 21>8-9 21>38-9

3.3 Driving wheel mm 23xX10-12 23x10-12 250-15 250-15

34 Tyres,iront/rear 2x/2 2x/2 2%/2 2x/2

35 Tread,drive b10(mm) 1080 1080 1206 1206

36 Tread,load b1l(mm) 990 990 1010 1010

41 Mast tilting a/p(’) 6/10 6/10 6/11 6/11

4.2 Height of mast closed h1{mm) 2100 2100 2180 2180

43 Full free lifting height h2(mm) 150 150 150 150

4.4 Lifting height h3(mm) 3000 3000 3000 3000

45 Height of mast open h4[mm) 4130 4130 4100 4100

46 Overhead guard height h6(mm) 2130 2130 2250 2250

47 Seat height h7{mm) 1140 1140 1230 1230

a8 Overall length with forks L1(mm) 3170 3770 4030 4030

49 Overll length (without forks) L2(mm) 2700 2700 2960 2960

4.10 Overall width bl{mm) 1330 1330 1430/1350 1430/1350

4.11 Forks size I/&/s{mm) 1070/125/50 1070/125/50 1070/150/50 1070/150/50

412 Installation class 3A 3A 3A 3A

413 Width of fork backrest b3{mm) 1100 1100 2250 2250

414 Fork spread b5(mm) 250~1050 250~1050 320~1320 320~1320

415 Mast clearance ml(mm) 80 80 120 120

416 Ground clearance m2(mm) 120 120 120 120

417 AST(pallet 1000*1200mm) Ast(mm) 4190 4190 4490 4450

4-18 Turning radius Wa(mm) 2450 2450 2670 2670

5.1 Driving speed (load/unload) km/h 10/12 10/12 13/135 13/135

5.2 Lifting speed(load/unload) mm/s 250/ 220/ 210/350 210/350

5.3 Lowering speed(load/unload) mm/s /

5.4 Traction {S2-5min) / 27000 27000

55 Max. climbing ability %6 (tan6 ) 10/12 10/12 10/12 10/12

5.6 gira:el‘v;eu o Hydraulice Hydraulice Hydraulice Hydraulice
ot

6.1 Driving motor kw ACIL.75 AC11.75 AC16.6 AC16.6

6.2 Lifting motor kw pc13 DC13 AC15 AC15

6.3 Battery V/Ah 80/400 80/450 80/560 80/630

6.4 Battery weight kg 1070 1195 1390 1630

6.5 Steering system Hydraulice Hydraulice Hydraulice Hydraulice
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MAST DATASHEET
The mast Specification of MK15.
Duplex Mast MK 15
Model MK 15-25 15-30 15-35 15-40 15-45
Lift height h3(mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest h4{mm) 3530 4030 4530 5030 5530
Height---Mast Lowered h1{mm) 1745 1995 2245 2545 2795
Height Free Lift h2(mm) 135 135 135 135 135
Duplex full free Mast MK 15
Model MK 15Q-25 15Q-30 15Q-35 15Q-40 15Q-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest h4(mm) 3540 4040 4540 5040 5540
Height---Mast Lowered hi(mm) 1745 1995 2245 2545 2795
Height--Free Lift h2(mm) 702 952 1202 1502 1752
Triplex full free Mast MK 15
Model MK 155Q-40 155Q-45 155Q-50 155Q-55 155080
Lift height h3(mm) 4000 4500 5000 5500 5000
Height-Mast Extended w/ Load Backrest ha(mm) 5030 5530 6030 6530 7030
Height---Mast Lowered hl{mm) 1928 2095 2262 2428 2595
Height--Free Lift h2{mm) 885 1052 1219 1385 1552
The mast Specification of MK20
Duplex Mast MK 20
Model MK 20-25 20-30 20-35 20-40 20-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest ha(mm) 3530 4030 4530 5030 5530
Height---Mast Lowered h1{mm) 1745 1995 2245 2545 2795
Height Free Lift h2(mm) 140 140 140 140 140
Duplex full free Mast MK 20
Model MK 20Q-25 20Q-30 20Q-35 20Q-40 20Q-45
Lift height h3(mm) 2500 3000 3500 £000 4500
Height-Mast Extended w/ Load-Backrest ha(mm) 3580 4080 4580 5080 5580
Height---Mast Lowered hi(mm) 1745 1995 2245 2545 2795
Height--Free Lift h2({mm) 702 952 1202 1502 1752
Triplex full free Mast MK 20
Model MK 205Q-40 205Q-45 205Q-50 205Q-55 20SQ-60
Lift height h3(mm) 4000 4500 5000 5500 6000
Height-Mast Extended w/ Load-Backrest h4(mm) 5035 5535 6035 6535 7035
Height---Mast Lowered hl{mm) 1930 2095 2260 2425 2645
Height--Free Lift h2(mm) 887 1052 1217 1382 1602
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Duplex Mast MK30
Model MK 30-25 30-30 30-35 30-40 30-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load Backrest hé4{mm) 3760 4260 4760 5260 5760
Height---Mast Lowered hi{mm) 1860 2110 2360 2660 2910
Height--Free Lift h2{mm) 145 145 145 145 145
Duplex full free Mast MK 30
Model MK 30Q-25 30Q-30 30Q-35 30Q-40 30Q-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest hé{mm) 3770 4270 4770 5270 5770
Height---Mast Lowered h1{mm} 1850 2100 2350 2650 2500
Height--Free Lift h2{mm) 716 966 1216 1516 1766
Triplex full free Mast MK 30
Model MK 30SQ-40 305Q-45 305Q-50 305Q-55 305Q-60
Lift height h3{mm) 4000 4500 5000 5500 6000
Height-Mast Extended w/ Load-Backrest ha{mm) 5130 5630 6130 6630 7130
Height---Mast Lowered h1{mm) 1985 2150 2315 2480 2700
Height--Free Lift h2{mm) 831 996 1161 1326 1546
The mast Specifcation of MK35.
Duplex Mast MK 35
Model MK 35-25 35-30 35-35 35-40 35-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest h4{mm) 3630 4130 4630 5130 5630
Height---Mast Lowered h1{mm) 1850 2100 2350 2650 2900
Height--Free Lift h2{mm) 150 150 150 150 150
Duplex full free Mast MK 35
Model MK 35Q-25 35Q-30 35Q-35 35Q-40 35Q-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest hé{mm) 3635 4135 4635 5135 5635
Height---Mast Lowered hi{mm) 1850 2100 2350 2650 2900
Height Free Lift h2{mm) 716 966 1216 1516 1766
Triplex full free Mast MK 35
Model MK 355Q-40 355Q-45 355Q-50 358Q-55 355Q-60
Lift height h3{mm) 4000 4500 5000 5500 6000
Height-Mast Extended w/ Load-Backrest hé&{mm} 5130 5630 6130 6630 7130
Height---Mast Lowered h1{mm) 1983 2150 2317 2483 2650
Height--Free Lift h2{mm) 829 996 1163 1329 1496
Duplex Mast MK 50
Model MK 50-25 50-30 50-35 50-40 50 -45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest hé4{mm) 3600 4100 4600 5100 5600
Height---Mast Lowered hi{mm) 1930 2180 2430 2730 2980
Height--Free Lift h2{mm) 150 150 150 150 150
Duplex full free Mast MK 50
Model MK 50Q-25 50Q-30 50Q-35 50Q-40 50 Q-45
Lift height h3{mm) 2500 3000 3500 4000 4500
Height-Mast Extended w/ Load-Backrest h4{mm) 3600 4100 4600 5100 5600
Height---Mast Lowered h1{mm) 1930 2180 2430 2730 2980
Height Free Lift h2{mm) 820 1070 1320 1620 1870
Triplex full free Mast MK 50
Model MK 505Q-40 505Q-45 505Q-50 505Q-55 50 SQ-60
Lift height h3{mm) 4000 4500 5000 5500 6000
Height Mast Extended w/ Load Backrest h4{mm) 5140 5640 6150 6650 7140
Height---Mast Lowered h1{mm) 2095 2260 2430 2645 2810
Height--Free Lift h2{mm) 985 1150 1320 1535 1700

Notes{1}: The above portal frame series can be equipped with side shifters, with the parameters unchanged. The parameters of MK25 portal frame as the same as

MK20/The of MK40 portal frame as the same as MK35/The param:

of MK45 portal frame as the same as MK50;
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Standard Configuration Options
®  CURTIS controller ®  Suspension seat
e  AC Drive system ®  side pull battery
e Adjustable steering wheel e  Operator presence system
e  Automatic temperature control system e Side shifter
® Ramp Auxilliary Brake System e  Paper roll clamp and other attachments
e Safety cut-off valve e  Cold storage use
e LEDwaming lamp e  Explosion-proof use
e  LED headlamp ® Li-ion

e  High capacity battery

e Intelligent charger

Agent / Distributor BANYITONG SCIENCE & TECHNOLOGY DEVELOPING CO. LTD.
FUHP AJAX Tel ; +86 551 62113875
ul. Morzowa 20A Fax: +86 551 62113877
31-752 Krakdéw Email :sales@mimachina.com
Web: www.mimaforklift.com
tel.: 12 262 95 78 Add: Crossing of Daihe Road and Cailun Road,Xinzhan District,Hefei,China
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e-mail: ajax@ajax.krakow.pl
www.ajax.krakow.pl
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