I Zalety Maxilift:

+ Mozliwy montaz w réznych miejscach zabudowy bez duzej
utraty przestrzeni tadunkowej

- Doskonaly stosunek wagi do fadownosci pojazdu

- Dostepnych wiele systemow zabezpieczen dla danego
typu dzwigu

- Ciagla i gtadka praca zurawia dla kazdego ciezaru i w
kazdej pozyciji

- Najlepsza ochrona przed korozjg oraz bardzo dobre
wykonczenie

- Najwieksza na $wiecie gama modeli w roznych wersjach
spetniajaca oczekiwania niemal kazdego klienta

- Mozliwe wyposazenie w znakomity i bardzo tatwy w
obstudze system zdalnego sterowania

« The world widest range of models and versions
enabling to set up a crane according to one’s
requirements

Excellent crane weight / max. loading capacity ratio

Availability of alternative hi-tech safety systems for
the same crane model

Gradual and easy movements in whole loading

Accurate production finishing and protection against

Possible fitting of reliable, efficient and user-friendly
remote control systems
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Maxilift jest bardzo zaawansowanym lekkim
dzwigiem, nowoczesnym i przyjaznym dla
uzytkownika. Dzigki jego koncepcji produkeji
i modularnosci, stanowi idealne rozwiazanie dla
bardzo wielu zastosowan

Maxiliftis a light, skilled and hi-tech crane, mode
and user-friendly. Thanks to its manufacturi
concept and modularity, it represents the ide
solution for several fields and applications.
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MAXILIFT. POWER AT YOUR HAND
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Maxilift: wide program of telescopic stiff boom cranes ideal for ==

installation on light and extra-light vehicles. = ;
www.maxiliftcrane.com | www.nexthydraulics.com

Maxilift advantages:

Possible installation in different points of the body
without losing payload space

Dane techniczne nie sq wiazace
Technical data not binding
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Szeroka gama zurawi zatadunkowych do montazu na lekkich pojazdach silnikowych.
Wide program of telescopic stiff boom cranes ideal for installation on light and extra-light vehicles.

DANE TECHNICZNE SPECIFICATIONS

B Waga Waga dzwigu z
Mod gVymiaw Ugfz[\,x‘:]g ggl:gtej Bdi_w igu ranz\q podpqrfc])twq Wersje
Imensions p asic crane rane wel h
od. (mm] c[i/?\‘aa?/ Sé%w?gg weight e basg Versions
m| (kg lkg)
D Lc Lm SC
Wersja ze Obciazenie | Zabezpieczenie | Zabezpieczenie prze-
zZmniejszonym | graniczne | przeciazeniowe | ciaZeniowe z monitoro-
A A B C O obciazeniem Limitin Load limiting waniem podpor
Derated version | load cell device Load limiting device
with stability
50 1060 | 510 310 5 330° 60-95 -- i - - -
110 1210 | 665 Bll5 10 330° | 105-175 180-250 i = i i
150 1320 | 690 310 14 330° | 165-205 240-280 i > - -
180 1320 | 690 310 17 330° | 180-210 285-315 M - ° -
230 1420 | 790 310 22 360° | 225-275 330-380 ° ° ° °
270 | 1420 | 790 | 310 25 | 360° | 225-275 330-380 - S > g
270L | 1510 | 1130 | 310 25 | 360° | 235-290 340-395 o ° ° °
330 | 1550 | 820 | 370 | 32 | 360° | 270-345 |  405-480 ®© O > °
380 | 1630 | 870 | 370 37 | 360° | 310-395 470-555 © o S S
510 1830 | 1380 | 545 48 330° | 465-500 -- i - ° -
510L | 1790 | 1510 | 545 48 330° | 485-565 -- == - ° i
Legenda
Legend o = Na zyczenie on request
Hydraulicznie wysuwany [ Manualnie wysuwany w standardzie Manualnie wysuwany opcjonalnie Maksymalny udzwig 990 kg

Hydraulic extensions

173 90

50.2M —

m 0,98 1,70 2,47
kg 500 300 200

020

m 0,98 1,70 2,47
kg 500 300 200

50.2ERS

m 0,98 1,70 2,47
kg 500 300 200

m, 110

110.1 E:
=

m o105 193 280 373 450

kg 990 50 370 250 200

110.2 —
F;=.

m 105 193 280 373 450

kg 99 50 370 250 200

1103
m 110 198 285 373 450

kg 990 540 370

250

200

Standard manual extensions

Optional manual extensions Max. lifting capacity 990 kg

m; 150

m 116 2,08 3,01 4,00 5,00

kg 1300 700 480 350 250
¢ 990 700 480 350 250

02
—
m 1,16 2,08 3,01 400 500

kg 1300 700 480 350 250
¢ 990 700 480 350 250

03—
—
m 121 214 3,06 400 500

kg 1230 670 470 350 250
) 990 670 470 350 250

m, 180
0.2 P;;,
m 1,16 2,08 3,01 4,00 5,00

kg 15'00 830 570 420 280
¢ 990 830 570 420 280

" S —
—
m 121 214 3,06 4,00 5,00

kg 11:50 800 550 420 280
1 990 800 550 420 280

) 230

230.2 P:n:
m 1,20 220 320 420 520

kg 1800 1000 680 500 350
L 990 990 680 500 350
me=——
m 1,26 226 3,26 420 520
kg 1800 950 650 500 350
e 990 950 650 500 350

m) 270
270.2 _\:1;
m 1,20 220 320 420 520

kg 2150 1180 810 600 400
¢ 990 990 810 600 400
7 R —
m 1,26 2,26 3,26 4,20 520
kg 2030 1130 780 600 400
¢ 990 990 780 600 400

m, 270 L

270L.2 P:n:
m 1,40 260 380 500 6,00

kg 1870 1000 680 500 350
¢ 990 990 680 500 350
™———
m 1,46 2,66 3,86 5,00 6,00
kg 1770 950 650 500 350
e 990 950 650 500 350

m) 330
33&2f?%'ll||||||IIIIIIIEEEEE%EEEEaEEE%
m 1,30 2,30 3,30 4,36 536 6,36

kg 2500 1400 1000 700 550 420

e 990 990 990 700 550 420
W e — |
—

m 1,36 2,36 3,36 4,36 5,36 6,36

kg 2350 1350 950 700 550 420

e 990 990 950 700 550 420
e
—

m 1,43 2,43 3,43 4,43 5,36 6,36

kg 2200 1300 900 700 550 420

e 990 990 900 700 550 420

) 380

e —
m 145 255 365 47

579 479
kg 2650 1500 1050 800 630 500
e 990 990 990 800 630 500

3803 f?%'llllllliiiiiIIIIIIIIIIIE;;;;;g5;;;%
m 152 262 372 4T 579 6719
kg 2550 1450 1000 800 630 500
e 990 990 990 800 630 500

380.4 f?!'||||||||IIIIIIIIIIIIIIIIIIIIIEE;;;%
m 159 269 379 479 579 479
kg 2400 1400 980 760 630 500
e 990 990 980 760 630 500

0 —
m 144 254 366 470 570 6,70
kg 3300 1920 1350 1030 800 580

510.3 P:n:]
m 1,50 2,60 3,70 4,70 5,70 6,70
kg 3300 1920 1350 1030 800 580

m, 910 L

0 e —
[
m 1,69 3,04 4,39 5,75 6,75

kg 2900 1650 1120

850

700

=
m 1,75 3,10 4,45 5,75 6,75

kg 2900 1650 1120

850

700

" EEee———
m 1,83 3,18 4,53 5,83 6,83

kg 2820 1570 1070

820

700



